
Siemens Simatic Panel PC 670 Model Selection 6AV76
 Model No.  6AV76 _ 0 A _ 0

Configuration
Central Configuration 1
Distributed Configuration 2
Front Panels
10" TFT 1
12" TFT Touch 2
12" TFT 3
15" TFT Touch 4
15" TFT 5
12" TFT Touch without front panel USB interface 6
15" TFT Touch without front panel USB interface 7
RAM Configuration
64 MB RAM 1
128 MB RAM 2
256 MB RAM 3
Processors
Celeron 500 MHz 3
Pentium III 500 MHz 2
Power Supply
PC and Operator Control Unit 24VDC A
PC and Operator Control Unit 110/230VAC US B
PC and Operator Control Unit 110/230VAC Europe C
PC  110/230VAC US and Operator Control Unit 24VDC D
PC  110/230VAC Europe and Operator Control Unit 24VDC E
PC 24VDC and Operator Control Unit 110/230VAC US F
PC 24VDC and Operator Control Unit 110/230VAC Europe G
Drives
20 GB HD A
20 GB HD + CD-ROM B
40 GB HD E
40 GB HD + CD-ROM F
Distance Between PC and Operator Control Unit (cable length)
0m (Central Configuration) 0
2m 1
5m 2
10m 3
20m 4
Operating System
Windows 98, German E
Windows 98, English F
Windows 2000 Multilingual G
Windows NT 4.0, German H
Windows NT 4.0, English J

Model No.  6AV76 _ 0 A _ 0
Example:  6AV76 2 1 _ 1 A A 1 2 _ 0 B G 0

Please let us know the exact model you require.  It may be possible to 
customize a unit for your specific needs.
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