
Main Features

• Easy opening for filter replacement/cleaning
• Screwless fixing system
• In ABS BLEND (RAL7035)
•
• Suction/pressure fan orientation
•
•
•

New design, unaltered quality

enclosures, are the optimal solution when the ambient 
temperature is lower than the temperature inside the 
cabinet, and can be installed, thanks to their reduced 
depth, on various types of panels.

the same wide range of sizes and power supplies as previous 
generations, allowing you to choose the most
suitable solution for your installation and geographical area.
With the Kryos3

User Friendly Installation

Easy to install without the use of tools or screws, thanks to the clips on the rear grille, which provide an adequate seal 

between 0.8 and 3 mm, for CNx10 between 0.8 and 2 mm. Fixing with screws is possible for larger thicknesses; each 
article is provided with embossments on the rear grille.
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Kryos³ - Indoor



SPECIFICATION M.U. GSF10 GSV1000220 GSV1000203 GSV1000211

UL Recognized - UL Listed FTTA/FTTA7

-- 230, 1 115, 1

Nominal Frequency Hz -- 50 50 --

m³/h -- 35 35 50

m³/h -- 24/27 24/27 32/38

-- 4.5

Absorbed Current A -- 0.21 0.205 0.22 0.175

Internal Operating Temperature Min/Max
CE

--
14/158 (-10/70) 14/158 (-10/70) 14/158 (-10/70)

UL 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55)

CE 54 54 54 54

UL Type 12 12 12 12

dB(A) -- 33 33 53

in 4.7 x 4.7 x 1.1 4.7 x 4.7 x 57.5 4.7 x 4.7 x 57.5 4.7 x 4.7 x 57.5

mm 119 x 119 x 28.5 119 x 119 x 57.5 119 x 119 x 57.5 119 x 119 x 57.5

SPECIFICATION M.U. GSF15 GSV1500220 GSV1500203 GSV1500211

UL Recognized - UL Listed FTTA/FTTA7

-- 230, 1 115, 1

Nominal Frequency Hz -- 50 50 --

m³/h --

m³/h -- 50/58 50/58 50/58

-- 22 22 22 25 8,1

Absorbed Current A -- 0.14 0.14 0.3 0.335

Internal Operating Temperature Min/Max
CE

--
14/158 (-10/70) 14/158 (-10/70) 14/158 (-10/70)

UL 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55)

CE 54 54 54 54

UL Type 12 12 12 12

dB(A) -- 49 49 48

in

mm 152 x 152 x 32.5 152 x 152 x 75 152 x 152 x 75 152 x 152 x 75
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GSV10

GSV15



SPECIFICATION M.U. GSF20 GSV2000220 GSV2000203 GSV2000211

UL Recognized - UL Listed FTTA/FTTA7

-- 230, 1 115, 1

Nominal Frequency Hz -- 50 50 --

m³/h -- 108 108 108

m³/h -- 75/88 75/88 75/88

-- 22 22 22 24.5 8.1

Absorbed Current A -- 0.14 0.14 0.29 0.335

Internal Operating Temperature Min/Max
CE

--
14/158 (-10/70) 14/158 (-10/70) -14/158 (-10/70)

UL 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55)

CE 54 54 54 54

UL Type 12 12 12 12

dB(A) -- 49 49 48

in 8.0 x 8.0 x 1.3 8.0 x 8.0 x 3.9 8.0 x 8.0 x 3.9 8.0 x 8.0 x 3.9

mm 204 x 204 x 33.5 204 x 204 x 98 204 x 204 x 98 204 x 204 x 98

SPECIFICATION M.U. GSF25 GSV2500220 GSV2500203 GSV2500211 GSV2501220 GSV2501203

UL Recognized - UL Listed FTTA/FTTA7

-- 230, 1 115, 1 230, 1 115, 1

Nominal Frequency Hz -- 50 50 -- 50 50

m³/h -- 190 190 230 270 270

m³/h -- 190/210 200/220 200/220

-- 25 70 39 38 50 50 75

Absorbed Current A -- 0.11 0.31 0.59 0.575 0.25 0.33 0.42

Internal Operating Temperature Min/Max
CE

--
14/158 (-10/70) 14/158 (-10/70) 14/158 (-10/70) 14/158 (-10/70) 14/158 (-10/70)

UL 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55)

CE 54 54 54 54 54 54

UL Type 12 12 12 12 12 12

dB(A) -- 55 55 59

in 9.8 x 9.8 x 1.9 9.8 x 9.8 x 3.9 9.8 x 9.8 x 3.9

mm 250 x 250 x 47.5 250 x 250 x 118 250 x 250 x 118 250 x 250 x 118 250 x 250 x 99 250 x 250 x 99
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GSV20

GSV25



SPECIFICATION M.U. GSF30 GSV3000220 GSV3000203 GSV3001220

UL Recognized - UL Listed FTTA/FTTA7

-- 230 , 1 115, 1 230 , 1

Nominal Frequency Hz -- 50 50 50

m³/h -- 500 500 700

m³/h -- 380/450 380/450

-- 50 50 72 115 173

Absorbed Current A -- 0,25 0,315 0,42 0,51 0,77

Internal Operating Temperature Min/Max
CE

--
14/131 (-10/55)

UL 14/131 (-10/55) 14/131 (-10/55) 14/131 (-10/55)

CE 54 54 54 54

UL Type 12 12 12 12

dB(A) --

in 12.5 x 12.5 x 1.3 12.5 x 12.5 x 5.5 12.5 x 12.5 x 5.5 12.5 x 12.5 x 5.3

mm 318 x 318 x 34 318 x 318 x 139 318 x 318 x 139 318 x 318 x 135

SPECIFICATION M.U. GSV3001203 GSV3002220 GSV30002203 GSV3002262

UL Recognized - UL Listed FTTA/FTTA7

115, 1 230, 1 115, 1 400, 3

Nominal Frequency Hz 50 50 50 50

m³/h 700 850 850 850

m³/h

125 170 142 182 115 115 204

Absorbed Current A 1.1 1.5 0.81 1.02 1.24 0.23 0.355

Internal Operating Temperature Min/Max
CE -13/122 (-25/50) -13/131 (-25/55) -13/131 (-25/55)

UL -13/131 (-25/55) -13/131 (-25/55) -13/131 (-25/55) -13/131 (-25/55)

CE 54 54 54 54

UL Type 12 12 12 12

dB(A) 71

in 12.5 x 12.5 x 5.3

mm 318 x 318 x 135
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GSV30



Spare Air Filter

Model 10 Filters

GSF10

GSF15

GSF20

GSF25

GSF30

Features

• 
• 
• Thickness 14 mm
• 
• 
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